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  creation of new solutions.

P08

Multi 
building 
development

Gated 
community/
Villa

P05

P09IPIP
NFC

Large scale 
residential 
building

5,000

0302

• 
• 

•

• 
•

采用  和     技术，管理更有效

通过  网路可远程进行功能设置。

内置的    读写器，方便安装调试和住户管理。

爱峰多栋可视楼宇对讲系统最大连接
户数为     户

设计精美，使用便捷

住户室内机采用7寸彩色显示屏。• 
简便直观的功能键设置。

一套系统可适用于超过    户的单体建筑。

多栋楼宇的综合体只需一套对讲系统轻松应对。

系统是大型综合楼宇
创新的  网路技术

GT
IP 

IP  NFC 

500 

IP
NFC

5,000
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GT system is ideal for large scale  
Style mixed with IP technology  Enable   

Aiphone’s multi-tenant system 
can now serve up to 5,000 residences.
• Install one system for housing complexes with multiple buildings.

• Cover a building with more than 500 units with one system.

Designed to be even easier to use.

P08

•Tenant station features a clear 7-inch display.

•Compact and intuitive functional design.

• Building management from anywhere via IP network connection.
• Built-in NFC reader for easy programming and tenant management.

IP and NFC technologies enable 
e�ective management.

P05

P09IPIP
NFC

5,000

0302

多栋住宅 高层公寓
花园小区/
别墅群

可视对讲的理想选择
完美的解决方案
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Tenant Station

GT-1C7 7-inch display (GT-1C7)

• High-resolution, 7-inch display makes visitors easy to recognize.
• Functional design, intuitive control: illuminated easy-to-see buttons for door
   release and communication during calls from entrances.

• Confirm the visitor and surroundings then open the entrance
   from inside.

OPEN

Wide / Zoom & PanTilt

Door release

• Panoramic Wide Angle View

Wide Image

PanTilt Image ( GT-1C7, GT-2C only )

Zoom Image
Clear Wide View

Approx.170°

Selection of tenant stations for all needs

Color display tenant station
• 7-inch display
• Hands-free

• Hands-free • Handset• 3.5-inch display
• Hands-free

• 3.5-inch display
• Picture memory
• Optional individual door station
• Optional handset (GT-HS)

GT-1C7
Color display tenant station
GT-1M3

Color display tenant station
GT-2C

Audio tenant station
GT-1A

Audio tenant station
GT-1D

7-inch size

conventional 
size

To provide effective security, GT System 
features a wide angle camera that 
enables you to see a clear panoramic 
view.  Easily see and identify visitors 
standing on the sides and people of all 
heights.

0504
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GT-1C7

OPEN

 
 

   
 

 
 
 
 

7-inch size

conventional 
size

  
   

   

0504

•

•

• 

170°

•

•

 英寸显示屏

7英寸高清显示屏，方便您辨认访客。

功能化设计，操作简便直观：具背光的清晰按钮，

方便您开锁和通话。

•

广角 缩放

云台功能（限               ）

全景宽视角/缩放&云台

开锁

的创新宽视角

约

为了提供有效的安全保障，  系列

配备了广角摄像头，使您获得创新

的全景视野！可轻易识别站在边上

的以及不同身高的访客。

多种住户室内机可供选择

7英寸显示屏
免提通话

•

•

3.5英寸显示屏
图像存储

•

• 3.5英寸显示屏
免提通话

• 免提通话 • 手持话筒

可连接多种小门口机

•

可接手持话筒（      ）

•

在屏幕上确认访客及周围环境后，在住户

室内机上开锁。

彩色可视住户室内机 彩色可视住户室内机 彩色可视住户室内机 非可视住户室内机 非可视住户室内机

住户室内机

 (GT-1C7)

GT 

 GT-1C7, GT-2C 

GT-1C7 GT-1M3 GT-2C GT-1A GT-1D

7

GT-HS
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Guard Station

GT-MKB-N

• Easy operation for all guard functions.
• Video monitoring of entrance stations.

• See the 170° wide view video from the entrance stations.
• Use zoom and pantilt functions for a detailed view.

• Automatic LED i l luminator  for low l ight 
   condit ions.

• Using this function, all entrance 
   station calls are automatically 
   transferred to the guard station,
   giving the security guard the 
   ability to screen visitors.

Transfer

3.5-inch display Wide / Zoom & PanTilt

Can connect an individual video door station (JO-DV)Reception mode function

JO-DV

STOP

0706

•
•

•  

•

• 

•

一体机(         )

门口机

模块式

一体机/模块式

广角镜头及清晰彩色影像 可另选配摄像机加强安全性

    读卡机
两款机型可供选择

     广角摄像镜头。 另接      摄像机。可选择入口处的任

一摄像机来监控入口状况，能让您从

多角度确认来访者，此操作可预防可

疑人员进入。

•

使用     读卡机或密码来

控制门锁。

也可使用电脑/手机对

    读卡机进行设定。

有2款机型可供选择：

一体机和模块式

模块式可选择非可视对讲模块

或其他模块。

一体机 模块式

低照度时白色    灯可自动

照亮访客。

 GT-DMB-N

开门

NFC

NFC

LED 
170° CCTV
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Entrance Station
All-in-one type / Module type

Panoramic view angle & clear color image

• 170° angle wide view camera.
• White light LED illuminates 
   automatically in low-light 
   conditions.

Transfer

Optional security camera for more security

Module typeAll-in-one type

• 2 styles to choose from: 
   Al l- in-one type or Module type.
• Module type al lows audio only
   and other configurations.

2 panel styles

Module type

All-in-one type  GT-DMB-N

NFC Reader

JO-DV

DOOR
OPEN

• Connect an additional CCTV camera.
   You can select one of the  cameras 
   placed at the entrance for monitoring.
   This allows you to confirm visitors 
   from various angles, thus enabling the
   prevention of intrusion by suspicious 
   individuals.

• Use the NFC reader or 
   access codes for lock 
   control.
• The NFC reader can also
   be used for programming 
   the system. (→P.09)

STOP

0706

•

•
•
•

• •

管理员主机

   英寸显示屏 广角/缩放&云台

托管功能 可连接可视小门口机（     ）

操作简便直观。

门口影像监控。

170°广角镜头全景观察。

使用缩放和云台功能轻松确认门口访客。

低照度时白色LED灯可自动照亮访客。使用此功能，所有来自于门口机

的呼叫能自动转到管理员主机上，

让管理人员确认来访者。

3.5

JO-DV

GT-MKB-N
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GT-MCX

Tenant building (Standard system)

Main building (Standard system)

Tenant building (Expanded system)

Main building (Expanded system)

Uploading the setting data

Easy system setting on a PC or Android mobile device
・Settings can be made from a PC or Android mobile device by
    using GT Setup Tool.
・Supported OS:Windows 7, 8.1, 10.*1

・Supported Android OS version: Android 5.0 and greater.

CAT5e/6CAT5e/6

CAT5e/6 CAT5e/6

Switch

Switch

CAT5e/6 CAT5e/6

CAT5e/6CAT5e/6

Switch

Switch

Android
Smartphone

PC

PC

Entrance 
station

USB cable

GT Setup Tool for AndroidGT Setup Tool for Windows

GT-MKB-N GT-BCXB-N

GT-MKB-N

GT-BCXB-N

LAN

Uploading using an Android mobile device Connecting a unit to a PC via USB for GT-DMB-N, GT-DB-VN, GT-MKB-N, GT-BCXB-N (W/NFC reader)

5

2

48*1

16

4

500

4

1

48

480

96

5,000

15

3

500

4

1

15

3

NFC

Uploading using a network connection

LAN

GT-MCX

GT-MCX

GT-MCX

GT-MCXGT-MCX

PC

CAT5e/6

CAT5e/6CAT5e/6

CAT5e/6

GT-DB-VNGT-DMB-N

GT-MCX

MAX. 24

*1: For operating systems not listed, please contact your Aiphone dealer.

IP technology

GT-MCX
Multi-building control unit

・Multiple tenant buildings and main buildings can be connected via an IP
  network to create a multi building system for centralized management.

・A maximum of 24 tenant buildings and 8 main buildings can be
  connected.

・Multiple tenant buildings can be combined to accommodate
  large-scale residential buildings with more than 500 units.

・Connects buildings together and enables communication.

GT-DMB-N

GT-MKB-NGT-DMB-N

GT-MKB-NGT-DMB-N

GT-1C7

LAN

GT-MKB-N

System programming and NFC technology

GT-1C7

IPIP
NFC

IPIP
NFC

5,000

MAX. 8

New Technology

*1: 

独栋楼宇系统

门口机 管理员主机

住户室内机

控制单元

适配器

中小户型住宅楼宇可视对讲理想选择。

同样适合非可视对讲系统。

最大容量

门口机

管理员主机

住户室内机

标准型 扩展型

当系统是标准型非可视对讲时，最多可连接   个      非可视住户室内机。

住宅楼/区

100  GT-1D

系统配置

住户室内机

管理员主机

适配器

控制单元

门口机

控制单元

门口机 管理员主机

多栋楼宇系统

门口机

管理员主机

住户室内机

门口机

管理员主机

住户室内机

最大容量

针对多栋楼宇的住宅综合体，只需安装一套对讲系统。

一套对讲系统即可覆盖    多户的单体建筑。

通过  网络连接，方便远程楼宇管理。

标准型 扩展型

住宅楼/区 主楼/区

标准型 扩展型

累计最大容量

住宅大楼

主楼

系统也可用于非可视对讲系统。

 IP

・
・
・
・

・
・

 500
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GT-MCX

Maximum Capacity

Total maximum capacity
(Total for tenant building / section and main building / section)

Maximum Capacity (Number of stations are per building / section)

CAT5e/6CAT5e/6

CAT5e/6 CAT5e/6

CAT5e/6 CAT5e/6

CAT5e/6CAT5e/6

PC

PC

USB cable

GT-MKB-N GT-BCXB-N

GT-MKB-N

GT-BCXB-N

LAN

Tenant building / section

Entrance station

Guard station

Tenant station

Standard system Expanded system

5

2

48*1

16

4

500

Tenant building / section Main building / section

Entrance station

Guard station

Tenant station

Entrance station

Guard station

Tenant station

Standard
system

4

1

48

480

96

5,000

Expanded
system

15

3

500

Standard
system

4

1

Expanded
system

15

3

NFC

LAN

GT-MCX

GT-MCX

GT-MCX

GT-MCXGT-MCX

PC

CAT5e/6

CAT5e/6CAT5e/6

CAT5e/6

GT-DB-VNGT-DMB-N

GT-MCX

MAX. 24
Tenant building

Single building system

Multi building system 

・Ideal for small- and medium-size residential buildings.
・Audio only configuration also possible.

・Install one system for housing complexes with multiple buildings.
・Cover a building with more than 500 units with one system.
・Building management from anywhere via IP network connection.
・Audio only configuration for tenant buildings also possible.

*1: Up to 100 GT-1D audio tenant stations can be connected when configuring a standard audio only system.

Entrance station

GT-MCX

  

GT-DMB-N

GT-MKB-N

Guard stationEntrance station

GT-DMB-N

GT-MKB-N

Guard stationEntrance station

GT-DMB-N

Divider

Control
unit

GT-1C7

Tenant station

Divider

Control
unit

LAN

Main building

GT-MKB-N

Guard station

GT-1C7

Tenant station

IPIP
NFC

IPIP
NFC

5,000

Control
unit

MAX. 8

System Variation

・

・
・
・

新技术

  技术

最多可以连接   栋住户楼宇和  栋主楼。

多栋楼宇控制单元

多栋住户楼宇可以组合成可容纳    多户的大型住宅楼。

多栋楼宇可以连接在一起，相互通话。

多栋住户楼宇和主楼通过  网络连接成一个系统，建立多级

集中管理体系。

住宅楼（标准型） 住宅楼（扩展型）

主楼（标准型） 主楼（扩展型）

 IP

24 8
500

交换机

交换机

交换机

交换机

・    

・
・

(GT-DMB-N, GT-DB-VN, GT-MKB-N, GT-BCXB-N)

系统设置和    技术

通过一台   或安卓系统手机方便进行设置

Windows 7, 8.1, 10.操作系统：

安卓操作系统：

升级设置数据

使用安卓操作系统手机进行升级 通过    口连接到

通过网络连接升级

Android 5.0 或以上。

GT 系统   设置工具 GT 安卓系统手机设置工具

门口机

安卓系统手机

通过   设置工具软件，方便   机和安卓系统的

手机进行系统设置。

NFC

 PC
PCGT

USB PC

 Windows PC

IP
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Tenant building A: 40 units (Standard system) Tenant building B: 400 units (Expanded system)

GT-1C7 GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-1C7

GT-1C7

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-4Z

Divided cabling 
with GT-4Z 
Trunk line No.1

1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

Divided cabling 
with GT-1Z 
       No.4

1Px2

GT-1C7

1Px2

1P

PS24

PS24

No.2~3

GT-MKB-N

1Px2

1P
PS24

1Px2
SUB 1B & 2A

SUB 2B

1Px2

1P 1P

SUB 1A

1Px2 1Px2

4 sub trunk lines (SUB1A, 1B, 2A, 2B)
Max. 125 Tenant stations and max. 2,500m wiring distance for 
each sub trunk line.Total max. wiring distance is 10,000m.
Do not mix wiring methods within individual trunk lines.

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

PS24

1Px21Px2

PS24

No.2~5No.2~5

Daisy chain cabling 
Trunk line  No.1 Trunk line  No.1 No.6

PS24 PS24

No.6

COMMON 1

1Px2

COMMON 1

COMMON 2

COMMON 1
COMMON 1

1Px2

1Px21Px2

1Px2

1P
PS24

PS24
1P

1P
1P

CAT-5e/6

GT-MKB-N

GT-MKB-N GT-MKB-NGT-DMB-N

Main guard station
Max. 1 / common line 1
Max. 2 / common line 2

Main entrance station
Max. 7 / common line 1
Max. 8 / common line 2

Tenant guard station
Max. 1 / common line 1
Max. 2 / common line 2

Tenant entrance station
Max. 7 / common line 1
Max. 8 / common line 2

Total max. wiring distance is 2,500m.
Do not mix wiring methods within individual trunk lines.

Main building 1 (Expanded system)

Tenant building C 350 units

Tenant building D 270 units

Main building 2GT-DMB-N

150m / 
0.8mma
(300m /
 0.8mma*1)

150m / 
0.8mma
(300m /
 0.8mma*1)

300m / 
0.8mma

300m / 
0.8mma

Switch

Switch

Switch

GT-4Z

300m / 
0.8mma

*1: With additional GT-VBC [EXP]

*Cable: 1Px2, 2-conductor cable solid copper & non-braided, polyethylene insulation.

*1: With additional GT-VBC [EXP]

Call

Call

Call

CallCall Call

Call

Call

LAN

LAN

GT-DMB-N

System con�guration example 

GT-MKB-N

PS24

GT-DMB-N

GT-MKB-N

GT-MKB-N x3

GT-MKB-N
PS24 x4

x2 PS24 x3

GT-1C7

GT-1C7

1Px2

1Px2

1Px2

GT-1Z

GT-1Z

GT-DMB-N

GT-DMB-N

GT-BCXB-N

GT-MCX

GT-VBX

GT-BC  x2 GT-VBC  x2

GT-MCX

GT-BC GT-VBC

GT-MCX

GT-BCXB-N GT-VBX

GT-BC GT-VBC  x2

GT-BC GT-VBC GT-BC GT-VBC

1

A, B, C, D
1 & 2

・
・ IP 
・

2

→ P.08)

・
・
・

多栋住宅

安装示例

多栋楼宇可以连接成单一系统，而不是分成几个系统。
通过  网络，多栋楼宇可以连接起来，是大型小区的理想选择。

主楼可以与所有住宅楼通话。

例： 栋住宅楼（ 台门口机， 台管理员主机，     台住户室内机）

 栋主楼（ 台门口机， 台管理员主机）

系统构成：

 套标准型，住宅楼用 套扩展型。

主楼使用 套扩展型。（最大容量

*本系统可视和非可视室内机可以混合使用。

 栋住宅楼（    户）

4 4 4 1,060 

3
2

D  270

 栋住宅楼（    户）C 350
 栋住宅楼（    户）B 400

住户室内机

 号主楼

门口机 管理员主机

住户室内机

门口机 管理员主机

管理员主机

住宅楼          栋：上例中住宅楼是指住户大楼和塔楼。

主楼     ：上例中主楼是指门卫管理室和行政办公楼。

1 号主楼

 栋住宅楼（   户）A 40

2 2 6

门口机
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GT-1C7 GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-1C7

GT-1C7

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-4Z

1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2

GT-1C7

1Px2

1P

PS24

PS24

No.2~3

GT-MKB-N

1Px2

1P
PS24

1Px2
SUB 1B & 2A

SUB 2B

1Px2

1P 1P

SUB 1A

1Px2 1Px2

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

PS24

1Px21Px2

PS24

No.2~5No.2~5

PS24 PS24

1Px2

1Px2

1Px21Px2

1Px2

1P
PS24

PS24
1P

1P
1P

CAT-5e/6

GT-MKB-N

GT-MKB-N GT-MKB-NGT-DMB-N

 2GT-DMB-N

Tenant
entrance
station

150m / 
0.8mma
(300m /
 0.8mma*1)

150m / 
0.8mma
(300m /
 0.8mma*1)

300m / 
0.8mma

300m / 
0.8mma

GT-4Z

300m / 
0.8mma

Installation example

e.g. 4 Tenant buildings (4 Entrance stations, 4 Guard stations, 1,060 Tenant stations)
2 Main buildings (2 Entrance stations, 6 Guard stations)

Proposed system:
1 Standard system, 3 Expanded systems in tenant buildings.
2 Expanded systems in main buildings.(Maximum capacity → P.08)

Tenant building A, B, C, D: In the above example, tenant buildings mean residential buildings and towers.
Main building 1 & 2: In the above example, main buildings mean buildings such as security centers and administrative offices.

・ Can be configured as a single system without creating separate systems for each building.
・ Connect buildings through an IP network. Ideal for large sites with long distances between buildings.
・ The main building can communicate with all tenant buildings.

Call

Call

Call

CallCall Call

Call

Call

Tenant building B (400 units)
Tenant building C (350 units)

Main building 1

Tenant building A (40 units)

Tenant building D (270 units)

Main building 2

LAN

LAN

GT-DMB-N

Tenant
entrance
station

GT-MKB-N

PS24

GT-DMB-N

Main
entrance
station

GT-MKB-N

Tenant
guard
station

GT-MKB-N x3

Main
guard
station

GT-MKB-N

Tenant
guard
station

PS24 x4

x2 PS24 x3

GT-1C7

Tenant
station

GT-1C7

Tenant
station

1Px2

1Px2

1Px2

GT-1Z

GT-1Z

GT-DMB-N

GT-DMB-N

GT-BCXB-N

GT-MCX

GT-VBX

GT-BC  x2 GT-VBC  x2

GT-MCX

GT-BC GT-VBC

GT-MCX

GT-BCXB-N GT-VBX

GT-BC GT-VBC  x2

GT-BC GT-VBC GT-BC GT-VBC

*Possible to mix video and audio only systems.

Multi Building Development

系统配置示意图

 栋住宅楼：  户（标准型）   栋住宅楼：   户（扩展型）

 号主楼（扩展型）

用
分段布线
 #干线

用
分段布线
 #干线

累计接线总长度      米。

在同一条干线上不要混合使用  种接线方式。

*1: 

 (SUB1A, 1B, 2A, 2B) 条分支线

 #干线  #干线 #

每条分支线最多能接    部住户室内机，最大接线

长度      米。 条累计最大接线长度       米。

在同一条干线上不要混合使用  种接线方式。

1#公共线 1#公共线

*1: 

门口机 管理员主机

门口机 管理员主机

 栋住住宅楼（   户）

1#公共线

1#公共线

2#公共线

Max. 7 / 
Max. 8 / 

1#公共线

2#公共线

1#公共线

2#公共线

Max. 1 / 
Max. 2 / 

Max. 7 / 
Max. 8 / 

1#公共线

2#公共线

Max. 1 / 
Max. 2 / 

1#公共线

2#公共线

*电缆线：    ， 对两芯聚乙烯非屏蔽实心铜电缆。

A B40 400

GT-4Z GT-1Z 

C 350 

 栋住住宅楼（   户）D 270

号主楼

 1Px2 2

4 

2,500 4 10,000
2

2,500
2 125

1

1 4
1 6 1  #6

增加 台 扩展GT-VBC ][1 增加 台 扩展GT-VBC ][1交换机

交换机

交换机

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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System con�guration example 

CallCall

Call

GT-DMB-N

GT-DMB-N GT-DMB-N

LAN

GT-1C7

GT-1C7

SUB 1B & 2A

SUB 2BSUB 1A

1Px2 1Px2

4 sub trunk lines (SUB1A, 1B, 2A, 2B)
Max. 125 Tenant stations and max. 2,500m wiring distance for each sub trunk line.
Total max. wiring distance is 10,000m.

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6
CAT-5e/6

GT-1C7

GT-1C7

1Px2

1Px2

1Px2

1Px2

GT-1C7

GT-1C7

GT-1C7

GT-1C7

1Px2

1Px2

1Px2No.2~5No.2~5

Daisy chain cabling 
Trunk line  No.1 Trunk line  No.1 No.6No.6

COMMON 2

COMMON 1COMMON 1

1Px2

1Px21Px2

1Px2

1P

1Px2

1P

GT-MKB-N

GT-DMB-N
COMMON 2

1Px2

Main section (Expanded system)

Tenant section C: 300 units (Expanded system)

Tenant section B: 400 units (Expanded system)

Tenant section A: 400 units (Expanded system)

CAT-5e/6

150m / 
0.8mma
(300m / 
 0.8mma*1)

300m / 
0.8mma

Coaxial cable

CCTV Camera

Switch

*1: With additional GT-VBC [EXP]

PS24PS24

1Px2

1Px2

1Px2

PS24

PS24

PS24 PS24

PS24

PS24

LAN

1P
1P

GT-MKB-NGT-MKB-N

1P

Switch

1P

x3

x4

GT-MKB-N x3

Power
Supply

CCTV

GT-1C7

GT-1C7

GT-1C7

*Cable: 1Px2, 2-conductor cable solid copper & non-braided, polyethylene insulation.

Main guard station

Max. 1 / common line 1
Max. 2 / common line 2

Main entrance station

Max. 7 / common line 1
Max. 8 / common line 2

GT-BC GT-VBC

GT-BC GT-VBC GT-BC GT-VBC

GT-BCXB-NGT-MCX

GT-BC  x2 GT-VBC  x2GT-MCX

GT-DMB-N

GT-DMB-N

GT-VBX

GT-BCXB-N GT-VBX

主区：上述例子中，主区是指大堂和主入口。

任何门口机或管理员主机都可以与住户通话。

系统构成：

→ P.08

・
・

 

高层公寓（超过   户）

安装示例

*本系统可视和非可视室内机可以混合使用。

住户室内机

住户室内机

住户室内机

摄像机

多栋楼宇控制单元可以连接所有区域，组成单一系统，而不是分成几个系统。

例： 个住宅区（     台住户室内机）

 个主区（ 台门口机， 台管理室主机）

住户区域用3套扩展型

主区使用1套扩展型。

（最大容量        ）

主区
门口机 管理员主机

门口机

门口机

500 

3 1,100 
1 3 3

 

C  区300户

 区400户

 区400户

C 

B

A

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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Installation example

e.g. 3 Tenant sections (1,100 Tenant stations)
1 Main section (3 Entrance stations, 3 Guard stations)

Proposed system:
3 Expanded systems in tenant sections
1 Expanded system in main section
(Maximum capacity → P.08)

Main section: In the above example, main section means lobby and main entrance.

・Multi-building control units allow systems to be configured without having to use separate systems for each section.
・All tenant  stations can be called from any entrance station or guard station.

CallCall

Call

GT-DMB-N

Main
entrance
station

Main
entrance
station

GT-DMB-N

Main
entrance
station

GT-DMB-N

Tenant section C 
300 units

Tenant section B 
400 units

Tenant section A 
400 units

Main section

LAN

GT-1C7

GT-1C7

SUB 1B & 2A

SUB 2BSUB 1A

1Px2 1Px2

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6
CAT-5e/6

GT-1C7

GT-1C7

1Px2

1Px2

1Px2

1Px2

GT-1C7

GT-1C7

GT-1C7

GT-1C7

1Px2

1Px2

1Px2No.2~5No.2~5

No.6No.6

1Px2

1Px21Px2

1Px2

1P

1Px2

1P

GT-MKB-N

GT-DMB-N
1Px2

CAT-5e/6

150m / 
0.8mma
(300m / 
 0.8mma*1)

300m / 
0.8mma

PS24PS24

1Px2

1Px2

1Px2

PS24

PS24

PS24 PS24

PS24

PS24

LAN

1P
1P

GT-MKB-NGT-MKB-N

1P

1P

x3

x4

GT-MKB-N x3

Main guard station

CCTV
Camera

GT-1C7

Tenant station

GT-1C7

Tenant station

GT-1C7

Tenant station

GT-BC GT-VBC

GT-BC GT-VBC GT-BC GT-VBC

GT-BCXB-NGT-MCX

GT-BC  x2 GT-VBC  x2GT-MCX

GT-DMB-N

GT-DMB-N

GT-VBX

GT-BCXB-N GT-VBX

*Possible to mix video and 
  audio only systems.

Large Scale Residential Building (more than 500 units)

系统配置示意图

 区    户（扩展型）

 条分支线

主区（扩展型）

*电缆线：1Px2，2对双芯聚乙烯非屏蔽实心铜电缆。

摄像机

 区    户（扩展型）

 区    户（扩展型）

 (SUB1A, 1B, 2A, 2B)

 条累计最大接线长度       米。
每条分支线可以安装    台住户室内机，最大接线长度      米。

CCTV 

同轴电缆

门口机 管理员主机

1#公共线 1#公共线

2#公共线

2#公共线

*1:

1#干线

增加 台 扩展GT-VBC ]

Max. 7 / 
Max. 8 / 

Max. 1 / 
Max. 2 / 

1#公共线

2#公共线

1#公共线

2#公共线

C

B

A

300

300

300

4

4 10,000
125 2,500

[1

1#干线

交换机

交换机

电源

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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Tenant section A & C: 30 units (Standard system) Tenant building B: 400 units (Expanded system)

GT-1C7

GT-1C7

GT-MCX GT-VBC

x2

x2

PS24 x3PS24

SUB 1B & 2A SUB 2B

1Px2

1P 1P

GT-BC

SUB 1A

1Px2 1Px2

4 sub trunk lines (SUB1A, 1B, 2A, 2B)
Max. 125 Tenant stations and max. 2,500m wiring distance for each 
sub trunk line. Total max. wiring distance is 10,000m.
Do not mix wiring methods within individual trunk lines.

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

PS24

1Px2
1Px2

PS24

No.2~5No.2~5

Daisy chain cabling 
Trunk line No.1 Trunk line No.1 No.6

Tenant entrance station

PS24

PS24 PS24

Tenant guard station

No.6

COMMON 1

1Px2

COMMON 1

1Px2

PS24
1P

1P

JO-DVGT-MKB-N

Total max. wiring distance is 2,500m.
Do not mix wiring methods within individual trunk lines.

Main section  (Standard system)

150m / 
0.8mma
(300m /
 0.8mma*1)

300m / 
0.8mma

Switch

Switch

Switch*1: With additional GT-VBC [EXP] *1: With additional GT-VBC [EXP]

150m / 
0.8mma
(300m /
 0.8mma*1)

GT-VBX

GT-MCX

GT-BCXB-N

GT-BC

GT-BC

GT-VBC  x2

GT-VBC GT-BC GT-VBC

LAN

GT-MKB-N

GT-DMB-N

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-4Z

1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2GT-4Z

GT-1C7

GT-1Z

1Px2

1Px2

Divided cabling 
with GT-1Z

No.4

1Px2

GT-1C7

GT-1Z

No.2~3 1Px2

Door bell
Door
bell

Door
bell

Door
bell

Door
bell

Door
bell

Door
bell

Door
bell

Door
bell

1Px2

Door bell

Divided cabling 
with GT-4Z 
Trunk line No.1

Max. 7 / common line 1

Max. 8 / common line 2

Max. 1 / common line 1

Max. 2 / common line 2

GT-MCX

GT-BC GT-VBC

System con�guration example 

*Cable: 1Px2, 2-conductor cable solid copper & non-braided, polyethylene insulation.

LAN

GT-1C7

GT-1C7

Call

Call

GT-MKB-N

Call

JO-DV

GT-1C7

GT-DMB-N
GT-MKB-N

Call
Call

Call

 个主区（ 台管理员主机）

花园小区/别墅群

安装示例

→ P.08

・
・
・

所有区（楼宇）可以连接成单一系统，而不是分成几个系统。

通过  网络，所以区域可以连接起来，是大型小区的理想选择。

主区可以与所有住户通话。

例： 个别墅区（  台住户室内机）

系统构成：

高层公寓用 套扩展型。
主区使用 套标准型。（最大容量       ）

*本系统可视和非可视室内机可以混合使用。

 栋高层公寓（ 台门口机， 台管理员主机，   台住户室内机）

别墅区采用 套标准型。

B

2 60
11 1 400

1 1

2

IP

1
1

住户室内机

 区（   户）

住户室内机

住户室内机

门铃

 栋高层公寓

（    户）

 区（   户）

主区

管理员主机

可视小门口机

门口机
管理员主机

公共用地

高层公寓  ：上例中高层公寓是指住宅塔楼。
主区：上例中主区是指门卫管理室和行政办公楼。

别墅区    ：上例中别墅区是指单个住宅楼。

门铃

A 30

B
400

C 30

A,C
B

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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GT-1C7

GT-1C7

GT-MCX GT-VBC

x2

x2

PS24 x3PS24

SUB 1B & 2A SUB 2B

1Px2

1P 1P

GT-BC

SUB 1A

1Px2 1Px2

1Px21Px2

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

CAT-5e/6

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

GT-1C7

GT-1C7

1Px2

1Px2

PS24

1Px2
1Px2

PS24

No.2~5No.2~5

PS24

PS24 PS24

1Px2

1Px2

PS24
1P

1P

JO-DVGT-MKB-N

150m / 
0.8mma
(300m /
 0.8mma*1)

300m / 
0.8mma

150m / 
0.8mma
(300m /
 0.8mma*1)

GT-VBX

GT-MCX

GT-BCXB-N

GT-BC

GT-BC

GT-VBC  x2

GT-VBC GT-BC GT-VBC

LAN

GT-MKB-N

GT-DMB-N

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-1C7 GT-1C7 GT-1C7 GT-1C7

GT-4Z

1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2GT-4Z

GT-1C7

GT-1Z

1Px2

1Px2

1Px2

GT-1C7

GT-1Z

No.2~3 1Px2

1Px2

Gated Community / Villa

GT-MCX

GT-BC GT-VBC

e.g. 2 Tenant sections (60 Tenant stations)
1 Tenant building (1 Entrance station, 1 Guard station, 400 Tenant stations)
1 Main section (1 Guard station)

Proposed system:
2 Standard systems in tenant sections.
1 Expanded system in tenant building.
1 Standard system in main section.(Maximum capacity → P.08)
*Possible to mix video and audio only systems.

・ All sections (buildings) can be configured in a single system without creating separate 
     systems for different types of buildings.
・ Connect sections through an IP network. Ideal for large sites 
     with long distances between sections.
・ The main section can communicate with all tenant sections.

Installation example

LAN

Tenant section C 
(30 units)

Main section

Tenant building B
(400 units)

Tenant section A 
(30 units)

GT-1C7

Tenant station

GT-1C7

Tenant station

Call

Call

GT-MKB-N

Main Guard station

Call

Video door station

JO-DV

GT-1C7

Tenant station

Tenant Entrance station

GT-DMB-N
GT-MKB-N

Tenant Guard station

Call
Call

Doorbell

Doorbell

Common use
facilities

Call

Tenant section A,  C: In the above example, tenant sections mean individual housing sections.
Tenant building B: In the above example, tenant building means residential tower.
Main section 1: In the above example, main section means buildings such as security centers and administrative offices.

系统配置示意图

别墅区         户（标准型） 高层公寓      户（扩展型）

条主干线  (SUB1A, 1B, 2A, 2B)
每条主干线可以安装    台住户室内机，最大布线长度：     米
累计最大布线长度：      米

累计接线总长度      米。
在同一条干线上不要混合使用  种接线方式。

用
分段布线
 #干线

用
分段布线
 #干线

GT-4Z GT-1Z 

A & C: 30 B:400

2,500
2

4
125 2,500

10,000

1 4

在同一条干线上不要混合使用  种接线方式。2

 #干线  #干线 #1 6 1  #6

门铃 门铃 门铃 门铃
门铃

门铃 门铃 门铃 门铃
门铃

管理员主机
1#公共线

2#公共线

Max. 1 / 
Max. 2 / 

1#公共线 1#公共线

交换机

交换机 交换机

主区（标准型）

门口机

Max. 7 / 
Max. 8 / 

1#公共线

2#公共线

*电缆线：    ， 对双芯聚乙烯非屏蔽实心铜电缆。 1Px2 2

*1: *1: 增加 台 扩展GT-VBC ][1 增加 台 扩展GT-VBC ][1

交换机

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



Medium-Size Residential Building (e.g. 150 units)

1716

1 Expanded system in tenant building.
(Maximum capacity → P.08)
*Possible to mix video and audio only tenant stations.Call

Call

GT-1C7 CallCall

Module type GT-MKB-N

1Px2

1Px2

GT-4Z

1Px2 1Px2

1Px2

1Px2

GT-4Z
1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

PS24

PS24
1P

No.2~4

300m / 
0.8mma

150m / 0.8mma
(300m / 0.8mma*1) 150m / 0.8mma

(300m / 0.8mma*1)

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

Installation example

System con�guration example 

Proposed system:

GT-1C7

300m / 
0.8mma

SUB 1B & 2A
SUB 1A SUB 2B

COMMON 2

COMMON 1

No.2~5No.2~5

Trunk line  No.1

Daisy chain cabling Daisy chain cabling 

Trunk line No.1 No.6No.6

COMMON 1

COMMON 2

GT-1C7

GT-1C7 GT-1C7

GT-1C7 GT-1C7

GT-1C7 GT-1C7

*1: With additional GT-VBC [EXP]

GT-MKB-N

GT-MKB-N

Call

GT-MKB-N ×2

Guard station

GT-DMB-N

Entrance station

CallCall

e.g. 1 Tenant building (2 Entrance stations, 
2 Guard stations, 150 Tenant stations)

Call

Call
Call

PS24PS24

PS24

PS24

PS24

PS24

PS24

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2

1Px2

1P

1P

1Px2

1Px2

1P

1P

GT-1C7

Tenant station

Entrance station

GT-DMB-N

GT-1Z

GT-1Z

x3

4 sub trunk lines (SUB1A, 1B, 2A, 2B)
Max. 125 tenant stations and max. 2,500m wiring distance for each sub trunk line.
Total max. wiring distance is 10,000m.

GT-1C7

1Px2

1Px2

1Px2

1Px2

1Px2

GT-BC GT-VBC

GT-BC GT-VBC

GT-BC GT-VBC

GT-BCXB-N GT-VBX

GT-VBC  x2GT-BC  x2

Entrance station

8 each per 

common line

Guard station

2 each per 

common line

*Cable: 1Px2, 2-conductor cable solid copper & non-braided, polyethylene insulation.

Do not mix wiring methods 
within individual trunk lines.

GT-DMB-N

GT-DMB-N

GT-MKB-N

安装示例

门铃 门铃 门铃 门铃

门铃 门铃 门铃 门铃

门铃

门铃

系统配置示意图

系统构成：

→ P.08)

 *本系统可视和非可视室内机可以混合使用。

例： 栋住宅楼

（ 台门口机， 台管理室主机，  台住户室内机）

住户楼用 套标准型

（最大容量

在同一条干线上不要混合使用  种接线方式。

*1: 

累计接线总长度      米。

门口机 管理员主机

*电缆线：    ， 对双芯聚乙烯非屏蔽实心铜电缆。 1Px2 2

用
分段布线
 #干线

GT-4Z 用
分段布线
 #干线

GT-1Z 

住户室内机

1

1
 201

*1: 增加 台 扩展GT-VBC ][1

1

2 5

2,500

模块式

小型住宅楼（例如20户）

1

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



Small Residential Building (e.g. 20 units)

1716

Installation example

System con�guration example 

e.g. 1 Tenant building (1 Entrance station, 
1 Guard station, 20 Tenant stations)

Proposed system:
1 Standard system in tenant building.
(Maximum capacity → P.08)
*Possible to mix video and audio only tenant stations. Call

Call

GT-1C7

Tenant station

CallCall

Entrance station

Module type GT-MKB-N

Guard station

1Px2

1Px2

GT-4Z

1Px2 1Px2

1Px2

1Px2

Doorbell Doorbell Doorbell Doorbell Doorbell

Doorbell Doorbell Doorbell Doorbell Doorbell

GT-4Z

Divided cabling 
with GT-4Z 
Trunk line No.1

Divided cabling 
with GT-1Z 
No.5

1Px2 1Px2

1Px2

1Px2

1Px2

1Px2 1Px2

PS24

PS24
1P

No.2~4

Module type

300m / 
0.8mma

150m / 0.8mma
(300m / 0.8mma*1) 150m / 0.8mma

(300m / 0.8mma*1)

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

GT-1C7

*1: With additional GT-VBC [EXP]

GT-1C7

300m / 
0.8mma

SUB 1B & 2A
SUB 1A SUB 2B

No.2~5No.2~5

GT-1C7

GT-1C7 GT-1C7

GT-1C7 GT-1C7

GT-1C7 GT-1C7

GT-MKB-N

GT-MKB-N

Call

GT-MKB-N ×2 GT-DMB-N

CallCall

Call

Call
Call

PS24PS24

PS24

PS24

PS24

PS24

PS24

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2 1Px2

1Px2

1Px2

1P

1P

1Px2

1Px2

1P

1P

GT-1C7

GT-DMB-N

GT-1Z

GT-1Z

x3

Total max. wiring distance is 2,500m.Total max. wiring distance is 2,500m.

GT-1C7

1Px2

1Px2

1Px2

1Px2

1Px2

GT-BC GT-VBC

GT-BC GT-VBC

GT-BC GT-VBC

GT-BCXB-N GT-VBX

GT-VBC  x2GT-BC  x2

*Cable: 1Px2, 2-conductor cable solid copper & non-braided, polyethylene insulation.

GT-DMB-N

GT-DMB-N

Do not mix wiring methods within 
individual trunk lines.

GT-MKB-N

中型住宅楼（例如   户）

安装示例

系统构成：

→ P.08)

 
*本系统可视和非可视室内机可以混合使用。

例： 栋住宅楼

（  台门口机， 台管理员主机，   台住户室内机）

住宅楼用 套扩展型

（最大容量

150 

1 

住户室内机

门口机 管理员主机

1
2 2 150

 

门口机

6

系统配置示意图

 条分支线 (SUB1A, 1B, 2A, 2B)

累计最大布线长度：      米
每条分支线可以安装    台住户室内机，最大接线长度      米。

1#干线
在同一条干线上不要混合使用2种接线方式。

1#干线

4
125 2,500

10,000

# 6#

P]

1#公共线

2#公共线

1#公共线

2#公共线

*电缆线：1Px2，2对双芯聚乙烯非屏蔽实心铜电缆。

门口机

每条公共线8台

管理员主机

每条公共线2台

*1: 增加 台 扩展GT-VBC ][1

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



1918

Guard station Tenant stationPower supply

Door station

Option

Control units

GT-4Z
4-way video
junction unit

GT-VBC
Video bus control unit,
expander video control

GT-BC
Bus control unit Video 1-zone 

divider

GT-1Z

W-DIN11
DIN mounting rail
for GT-BC, GT-VBC, GT-4Z

GT-RY
External signaling 
relay for entrance light, 
external buzzer

GT-VBX
Expanded video bus control unit

PS-2420S
PS-2420UL
PS-2420BF
PS-2420

Access control 
keypad,
flush mount

AC-10FAC-10S
Access control 
keypad,
surface mount

GT-BCXB-N
Expanded bus control unit

AE7090220B  AE7090220G 
AE7090210B  AE7090210G
AIPHONE approved product wire

GTW-LC
Lift control adaptor

GT-MCX
Multi-building control unit

Color display tenant station
GT-1C7

Color display tenant station
GT-1M3

Handset 
for GT-2C, GT-2H

GT-HS

Color display tenant station

Color display sub tenant station

GT-2C

Audio tenant station
GT-1A

Audio tenant station
GT-1D

Guard station
GT-MKB-N

Video door station for GT-2C

Control units

Multi-building
control unit Lift control adaptor

Expanded control units

Video door station 
for GT-MKB-N

Door station 
for GT-2C

JO-DV
Vandal resistant 
video door station, 
surface mount

JK-DA
Wide / Zoom & PanTilt
video door station,
surface mount

GT-D
Audio only door 
station, surface mount

JK-DVF
Wide / Zoom & PanTilt
Vandal resistant video 
door station, flush mount

JK-DV
Wide / Zoom & PanTilt 
Vandal resistant video 
door station, surface mount

GT-2H

系统组成

带    读卡器的门口机

GT-DMB-N

•
•

• 
• 
•

• 

•

门口机

一体机

     广角彩色镜头

白色    灯

显示屏

扬声器

门禁控制

房间号码
键盘

麦克风

不锈钢面板

使用中

    读卡机

名录滚动/取消/呼叫按钮

动作感应器

    宽视角的摄像头。

语音和可视提示，方便访客了解当前状态，

轻松进入下一步操作。

利用键盘查询住户姓名及门牌号。

客户可自行设定欢迎信息。

导引显示屏上有  种语言可供选择（英语、

法语、德语、西班牙语、荷兰语、意大利

语、挪威语、土耳其语和芬兰语）。

语音提示有  种语言可供选择（英语、法语、

德语、西班牙语、荷兰语、意大利语）。

低照度时白色    灯可自动照亮访客。

不包含底盒

使用GF-3B.

LED

LED

NFC

NFC

9

6

LED

170°

170°

模块式

GF-2F

GF-3F

GT-4F

GF-2B

GF-3B

GT-4B

GT-nH GT-nHB

GT-DBP GT-NSB

GT-VB

GT-DB*1 GT-DB-VN*1

GT-AC

GT-VP GF-1P

GT-NSP-L GF-10KP GT-10K

GF-2P GF-3P GT-SWGF-4P

GF-AP GT-AD GF-BP

镀锌压铸面板

使用中

麦克风

操作指南显示

    广角彩色镜头

白色    灯

扬声器

    读卡机

呼叫按钮

名录卡和保护膜

导引显示器

白色    灯

门禁控制
房间号码
键盘

    显示器

目录浏览/取消/呼叫按钮

键盘照明

摄像头模块

摄像头面板 配配           的摄像头模块

呼叫开关模块

 呼叫面板  呼叫面板  呼叫面板  呼叫面板 呼叫开关模块

音频模块

音频面板
不带    读卡器

门禁控制键盘模块

门禁控制键盘模块

选装件

地址面板 地址模块 空面板

防雨罩 带罩盖的表面安装盒

显示屏
模块面板

数字姓名滚动
显示屏模块

   键模块面板    键模块

 模块前框架

 模块前框架

 模块前框架

 模块安装底盒

 模块安装底盒

 模块安装底盒

 GT-DB(-VN)配
音频模块

带    读卡器
音频模块

不能用于多栋系统主楼装置中。*1: GT-DB  GT-DB-VN 和

NFC

LED

LED

LED

VFD

170°

 GT-DB(-VN)

NFC NFC 10

1 32 4

10

4

3

2

4

3

2

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn



视频扩展单元

非可视室内机

 GT-BC, GT-VBC, GT-4Z

门禁控制键盘

System Components

1918

Entrance station

All-in-one type

Module type

2-module front frame
GF-2F
3-module front frame
GF-3F
4-module front frame
GT-4F

2-module back box
GF-2B
3-module back box
GF-3B
4-module back box
GT-4B

Rain hood Hooded surface-
mount box

GT-nH GT-nHB

VFD Display

Directory scroll /
Cancel / Call buttons

Keypad illumination

Access control /
room number
dialing keypad

White light LED

Guidance display

Zinc die-cast
panel

Guidance display

In-use LED
Microphone

Speaker

Call button

NFC reader

Directory card＆cover

170˚ angle
 wide view
 camera

White light LED

170˚ angle
 wide view

 camera

White light LED

Speaker

In-use LED

Display

Access control /
 tenant number
dialing keypad

Directory scroll / 
Cancel / Call buttons

Microphone

Stainless steel panel

NFC reader

Motion sensor

GT-4ZGT-VBCGT-BC GT-1Z

W-DIN11GT-RY GT-VBX

PS-2420S
PS-2420UL
PS-2420BF
PS-2420

AC-10FAC-10S

GT-BCXB-N

AE7090220B  AE7090220G 
AE7090210B  AE7090210G GTW-LCGT-MCX

GT-1C7 GT-1M3

GT-HS

GT-2C

GT-1A

GT-1D

GT-MKB-N

JO-DV

JK-DA

GT-D

JK-DVFJK-DV

GT-2H

Audio panel
for GT-DB(-VN)

GT-DBP
Digital name scroll
display module
for GT-DB(-VN)

GT-NSB

Camera module
for GT-DB(-VN)

GT-VB

Audio module
W/O NFC reader

GT-DB*1

Audio module
W/NFC reader

GT-DB-VN*1

Access control keypad 
module

GT-AC

*1: GT-DB and GT-DB-VN cannot be used in the main buildings of a multi building systems.

Camera panel
GT-VP

1-call panel
GF-1P

Display module 
panel

GT-NSP-L
10-key 
module panel

GF-10KP
10-key module
GT-10K

2-call panel
GF-2P

3-call panel
GF-3P

Call switch 
module 

GT-SW
4-call panel
GF-4P

Audio Module Front frame & back boxDigital name scrolling module

Camera Module Call switch Module

Access control keypad module

Address module
panel

GF-AP
Address module
GT-AD

Blank panel
GF-BP

Option

Entrance station
W/NFC reader

GT-DMB-N

Back box not inclueded.
Use GF-3B.

• 170° angle wide view camera.
• Audio & visual guidance to provide 

visitors status and operation assistance.
• Search names and numbers using the 

keypad.
• Custom programmable welcome 

messages can be displayed.
• 9 languages (English, French, German, 

Spanish, Dutch, Italian, Norwegian, 
Turkish and Finnish) are available for 
messages on Guidance display.

• 6 languages (English, French, German, 
Spanish, Dutch and Norwegian) are 
available for audio guidance.

• White light LED illuminates automatically 
in low-light conditions.

管理员可视主机 电源 住户室内机

7寸彩色可视室内机 3寸彩色可视室内机

多功能彩色可视室内机

彩色可视室内增设分机

听筒

用于

非可视室内机

小门口机

配       的可视门口机

带广角/缩放和云台功能的
可视门口机
挂壁式安装

带广角/缩放和云台功能的
防破坏可视门口机
挂壁式安装

带广角/缩放和云台功能的
防破坏可视门口机
嵌入式安装

配       的非可视门口机 配           的可视门口机

非可视门口机 防破坏可视门口机

控制装置

选装件

外部信号继电器入口灯
外配蜂鸣器

挂壁式
门禁控制键盘
嵌入式 AIPHONE认可的电缆产品

控制装置

总线控制单元 视频控制单元 视频 区分配器 视频 区分配器

扩展控制装置

扩展总线控制单元 扩展视频控制单元

多栋控制装置 CT电梯控制装置适配器

多栋控制单元 电梯控制装置适配器

管理员主机

挂壁式安装

用导轨

 GT-2C, GT-2H

GT-2C

GT-2C GT-MKB-N

4 1

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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110

GF-4P

15.8

95
.2

384.5

GT-SW

106
90

.5

GF-10KP

14.49

96
.1

110

GT-4F GT-4B

110 44

40
0

GT-104H

44
3

155 23

GT-104HB

44
3

155 68

GT-NSP-L

15.5

96

110

135 16

42
5

GT-NSB

105

10 38.5

90
.5

GT-DMB-N (with GF-3B)

150

32
0

446

Audio / Video + Name scroll
(with GT-4B)

135

42
5

4416

4-call (with GF-3B)

135

32
0

4416

Audio / Video + Name scroll (with GF-2B×2)

270

22
5

4416

PS-2420S, PS-2420UL, 
PS-2420BF, PS-2420

16
7

90 52

Type of plug

PS-2420S PS-2420UL PS-2420BF

*AC cord & plug is not included 
 with PS-2420.

GT-MKB-N

59250

16
2

97

12
9

35.5

JK-DA JK-DVF

135 45

8

20
9

JK-DV

17
3

98 25.5

29.5

28.5
98

13
0

GT-D JO-DV

17
3

98 25.5

27

150cm
50cm

90cm

210cm

120cm

150cm
50cm

150cm

220cm

70cm

150cm
50cm

125cm

180cm

55cm

150cm
50cm

80cm

150cm

70cm

170˚

<Up> <Down><Center>

<Center>

50cm

90cm

85 ˚
50cm

<Left> <Right>

50cm

90cm

 140 ˚
85˚

50cm

90cm

140 ˚
 85˚

GT-10K

90
.5

106
38

4.5

GT-2C, GT-2H

GT-HS

30190

14
0

GT-1C7 GT-1M3

17
7

14
0

45 46

25200

16
5

25125

18
0

GT-1A

32125

17
5

GT-1D

20
0

89 63

Tenant stationGuard station

Door station

Power supply

GT-1C7

Calling & communication

Door release

Control 

Entrance station

Lift

Lift control adaptor GTW-LC
Installing a lift control adaptor gives the option to control
lifts from the tenant station.

*GT-BCXB-N is required to use GTW-LC.
*GTW-LC can be used only in the tenant buildings
 of a multi building system.

One action

210

10
8.

5

61

GT-VBXGT-BCXB-N

61210

10
8.

5

GT-BC, GT-VBC, GT-4Z GT-1Z

10
8.

5

122.5 61
22.5

41

26

61210

10
8.

5

61210

10
8.

5

GTW-LCGT-MCX

Control units

GT-VP

110

95

8

GT-VB

GT-DBP

108

16.5 38.5

93

GT-DB / GT-DB-VN

108

15 38.5

93

110

95

8
110

95

GT-AC

29

(mm)装置尺寸

门口机

图像观察区域

广角

<Up> <Down><Center>

缩放&云台

上 中 下
约

约

约

约

约

约

约

约

约

约

约

约

约

约

约
约

约

约

约

约

约

左 中 右
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呼叫&通
话

Unit Dimensions (mm)

2120

Entrance station

110

GF-4P

15.8

95
.2

384.5

GT-SW

106

90
.5

GF-10KP

14.49

96
.1

110

GT-4F GT-4B

110 44

40
0

GT-104H

44
3

155 23

GT-104HB

44
3

155 68

GT-NSP-L

15.5

96

110

135 16

42
5

GT-NSB

105

10 38.5

90
.5

GT-DMB-N (with GF-3B)

150

32
0

446

Audio / Video + Name scroll
(with GT-4B)

135

42
5

4416

4-call (with GF-3B)

135

32
0

4416

Audio / Video + Name scroll (with GF-2B×2)

270

22
5

4416

PS-2420S, PS-2420UL, 
PS-2420BF, PS-2420

16
7

90 52

Type of plug

PS-2420S PS-2420UL PS-2420BF

*AC cord & plug is not included 
 with PS-2420.

GT-MKB-N

59250

16
2

97

12
9

35.5

JK-DA JK-DVF

135 45

8

20
9

JK-DV

17
3

98 25.5

29.5

28.5
98

13
0

GT-D JO-DV

17
3

98 25.5

27

Image view area

150cm
50cm

approx. 
90cm

approx. 
210cm

approx. 120cm

150cm
50cm

approx. 
150cm

approx. 
220cm

approx. 70cm

150cm
50cm

approx. 
125cm

approx. 
180cm

approx. 55cm

150cm
50cm

approx. 
80cm

approx. 
150cm

approx. 70cm

approx. 
170˚

WIDE ZOOM & PanTilt

<Up> <Down><Center>

<Center>

50cm

approx. 
90cm

approx. 85˚
50cm

<Left> <Right>

50cm

approx. 
90cm

approx. 140˚
approx. 

85˚
50cm

approx. 
90cm

approx. 140˚
approx.

 85˚

GT-10K

90
.5

106
38

4.5

GT-2C, GT-2H

GT-HS

30190

14
0

GT-1C7 GT-1M3

17
7

14
0

45 46

25200

16
5

25125

18
0

GT-1A

32125

17
5

GT-1D

20
0

89 63

GT-1C7

 

210

10
8.

5

61

GT-VBXGT-BCXB-N

61210

10
8.

5

GT-BC, GT-VBC, GT-4Z GT-1Z

10
8.

5

122.5 61
22.5

41

26

61210

10
8.

5

61210

10
8.

5

GTW-LCGT-MCX

GT-VP

110

95

8

GT-VB

GT-DBP

108

16.5 38.5

93

GT-DB / GT-DB-VN

108

15 38.5

93

110

95

8
110

95

GT-AC

29

管理员主机 住户室内机

电源

小门口机

控制单元

门口机

电梯

电梯控制适配器

当安装电梯控制适配器后，您可从住户

室内机上控制电梯。

*使用         时必需配置            。

*         只能在多栋楼宇系统中住宅楼使用。

开锁

控制

单向操作

 GTW-LC

GT-BCXB-N GTW-LC
 GTW-LC

中国代理商：深圳市前景智能技术有限公司 网址：电话： 传真：0755-8293 1122 0755-8293 1199 www.frontlink.cn
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*1: Please use a necessary number of GT-4Z / GT-1Z according to system design needs.
*2: Up to 100 GT-1D audio tenant stations can be connected when configuring a standard audio only system.
*3: The number of necessary units varies according to system size.
*Please follow installation manual when designing your system.

*1: Please use a necessary number of GT-4Z / GT-1Z according to system design needs.
*Please follow installation manual when designing your system.

( P10)

(P12)

(P14)

40

400

350

270

—

—

1060

400

400

300

—

1100

30

400

30

—

460

1

1

1

1

1

1

6

—

—

—

3

3

—

1

—

—

1

—

—

—

—

—

—

0

—

—

—

—

0

—

—

—

—

0

1

1

1

1

3

3

10

—

—

—

3

3

—

1

—

1

2

1

5

5

4

2

2

19

5

5

4

2

16

1

5

1

1

8

1

6

6

5

2

2

22

5

5

4

2

16

1

6

1

1

9

0

1

1

1

1

1

5

1

1

1

1

4

0

1

0

0

1

0

1

1

1

1

1

5

1

1

1

1

4

0

1

0

0

1

1

1

1

1

1

1

6

1

1

1

1

4

1

1

1

1

4

4

9

9

8

7

7

44

7

7

6

8

28

2

9

2

3

16

GT-DMB-N GT-MKB-N GT-BC GT-VBC GT-BCXB-N GT-VBX GT-MCX PS-2420

GT-DMB-N GT-MKB-N GT-BC GT-VBC GT-BCXB-N GT-VBX GT-MCX PS-2420 GTW-LC

C:

D:

1:

2:

A:

B:

C:

A:

B:

C:

2

2

4

4

1

1

3

3

1

1

3

3

5

5

16

16

4

4

15

15

1

1

6

6

1

1

6

6

1

1

2

2

1

—

6

—

1

—

6

—

1

—

2

—

—

—

1

1

—

—

1

1

—

—

1

1

—

—

1

—

—

—

1

—

—

—

1

—

—

—

—

—

1

1

1

1

1

1

1

1

8

8

27

27

7

7

26

26

7

7

22

22

×

×

○

○

×

×

○

○

×

×

×

×

4

4

15

15

×

×

×

×

Bus control units Expanded bus control units
Lift control
adaptor

Power supply
Multi building 
control unit

Bus control units Expanded bus control units Power supply
Multi building 
control unit

1

48

100

500

500

48

100

500

500

×

×

×

×

*1

   *2

   *1

*1

   *1

*3

*3

  

带缩放及云台功能的多栋楼宇免提式彩色可视对讲系统

独栋楼宇系统
标准型

扩展型

标准型

标准型

扩展型

扩展型

依据系统类型需要配置的装置数量

最多住户室内机和正常装置容量所需控制单元的数量。

多栋系统配置示例

系统类型

门口机最大数量
管理员主机
最大数量

模块式

住户室内机

最大数量

可视/

非可视
大楼/区

住宅楼

住宅楼

(最多  栋)

主楼

(最多 栋)

(最多    户) 

多栋楼宇系统

(最多     户)

可视

非可视

*每栋楼宇住户

室内机、单元和

电源的数量。

大楼/区 系统类型
可视/

非可视 *
住户室内机

最大数量

A:

B:

标准型

扩展型

多栋住宅

高层公寓

花园小区/别墅群

 栋住宅楼

 栋主楼

门口机

模块式

管理员主机

合计

合计

合计

 个住宅区

 个主区

 栋住宅楼/区

 个主区

可视

非可视

可视

非可视

可视

非可视

可视

非可视

可视

非可视

可视

扩展型

扩展型

扩展型

扩展型

扩展型

扩展型

扩展型

扩展型

扩展型

标准型

标准型

标准型

可视

可视

可视

可视

可视

可视

可视

可视

可视

可视

可视

可视

可视

500

5,000

24

8

4

2

3

1

3

1
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Number of system components according to system type

Examples of multi-building system con�gurations

Number of necessary control units at maximum tenant station and common equipment capacity.

Max. Entrance stations

Single building 
system 
(Max. 500 units)

Building /
Section type

System
type

Multi building 
development
(P10)

4 Tenant buildings

2 Main buildings

Total

Total

Total

Large scale 
residential building 
(P12)

Gated community / 
Villa
(P14)

3 Tenant sections

3 Tenant buildings / 
sections

1 Main sections

1 Main sections

Tenant building

Standard
VIDEO

AUDIO

VIDEO

AUDIO

VIDEO

AUDIO

VIDEO

AUDIO

VIDEO

AUDIO

VIDEO

AUDIO

VIDEO /
AUDIO

Max. Tenant
station

Building /
Section type

System
type

VIDEO /
AUDIO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

VIDEO

40

400

350

270

—

—

1060

400

400

300

—

1100

30

400

30

—

460

1

1

1

1

1

1

6

—

—

—

3

3

—

1

—

—

1

—

—

—

—

—

—

0

—

—

—

—

0

—

—

—

—

0

1

1

1

1

3

3

10

—

—

—

3

3

—

1

—

1

2

1

5

5

4

2

2

19

5

5

4

2

16

1

5

1

1

8

1

6

6

5

2

2

22

5

5

4

2

16

1

6

1

1

9

0

1

1

1

1

1

5

1

1

1

1

4

0

1

0

0

1

0

1

1

1

1

1

5

1

1

1

1

4

0

1

0

0

1

1

1

1

1

1

1

6

1

1

1

1

4

1

1

1

1

4

4

9

9

8

7

7

44

7

7

6

8

28

2

9

2

3

16

GT-DMB-N Module type GT-MKB-N GT-BC GT-VBC GT-BCXB-N GT-VBX GT-MCX PS-2420

GT-DMB-N Module type GT-MKB-N GT-BC GT-VBC GT-BCXB-N GT-VBX GT-MCX PS-2420 GTW-LC

A:Standard

B:Expanded

C:Expanded

D:Expanded

1:Expanded

2:Expanded

A:Expanded

B:Expanded

C:Expanded

Expanded

A:Standard

B:Expanded

C:Standard

Standard

2

2

4

4

1

1

3

3

1

1

3

3

5

5

16

16

4

4

15

15

1

1

6

6

1

1

6

6

1

1

2

2

1

—

6

—

1

—

6

—

1

—

2

—

—

—

1

1

—

—

1

1

—

—

1

1

—

—

1

—

—

—

1

—

—

—

1

—

—

—

—

—

1

1

1

1

1

1

1

1

8

8

27

27

7

7

26

26

7

7

22

22

×

×

○

○

×

×

○

○

×

×

×

×

4

4

15

15

×

×

×

×

Expanded

Standard

Expanded

Standard

Expanded

Tenant building
(Max. 24 buildings)

Main building
(Max. 8 buildings)

Multi building 
system 
(Max. 5,000 units) 

*Number of stations,  
 units and power 
 supply are per 
 building.

Max. Guard 
station

Entrance stations Guard station
Tenant
station*1

48

100

500

500

48

100

500

500

×

×

×

×

*1

   *2

   *1

*1

   *1

*3

*3

  

总线控制装置 电源扩展总线控制装置
电梯控制装置

适配器

总线控制装置 扩展总线控制装置 电源

多栋楼宇
控制装置

* ：请根据系统设计要求配置相应数量的              。

*请按照安装手册设计您的对讲系统。

* ：当系统是非可视对讲时，可连接   台      非可视室内机。

* ：根据系统的大小确定装置的数量。

*请按照安装手册设计您的对讲系统。

* ：请根据系统设计要求配置相应数量的              。

多栋楼宇
控制装置

 GT-4Z / GT-1Z 

 GT-4Z / GT-1Z 

 GT-1D100

1

1
2
3
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